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300mm Set back From Face Of Curb
As Per City Of Sydney Council Hoarding
Policy And Work Cover  Code Of Practice
(250 As Per Work Cover Code Of Practice)

1000 Hand Rail As Work Cover
Code Of Practice And

BCA2016

25
00

Knee Bracing 2500mm 
As Per City of Sydney Council Policy

(2200mm Min As Per
 Work Cover Code Of Practice)

Site Fence
-Must extend to underside of 
hoarding deck.
- 1200mm wide structual grade 
plywood sheets of at least 17mm.
-Sheets Must be butt joined &
all �xings to be countersunk.
-Incorporate graphics & colours 
where required.

1000 Hand Rail As Work Cover
Code Of Practice And

BCA2016

3000 To The Top Of
Deck As Per City

Of Sydney Council
Hoarding Policy

2500 Clearence to Knee Brace
AS per City of Sydney Council Policy.

A- Class Fence
- A- Class Hoarding extended to underside of Hoarding Deck.

1200mm Wide Structural Grade Plywood Sheets, Having thickness
of at least 17mm.

Sheetsa to be butt joined and All Fixings used are Countersunk Screws.
PLly to be black as graphics will be imposed over top.

2000

3400

Lighting
Must meet minimum standards &
 Provide additional Lighting over

Ramps and Disruped Footway Paving.

To Allow Two Wheelchairs To Pass
Comfortably, A minimum clear Width of

1800mm is required

AS 1428.2—1992 6

6.2 Circulation space for 180° wheelchair turn The space required for a wheelchair to make a 180° turn shall
be not less than 2070 mm in the direction of travel and not less than 1540 mm wide.

NOTE: A space of 2270 mm in the direction of travel and 1740 mm wide is preferred.

6.3 Circulation space for 360° wheelchair turn The space required for a wheelchair to make a 360° turn shall
be not less than 2250 mm by 2250 mm.

NOTE: A space of 2450 mm by 2450 mm is preferred.

6.4 Width of path of travel The minimum clear width of a path of travel shall be 1200 mm except at doors (see
Clause 11.6).
6.5 Passing space for wheelchairs Passing space for wheelchairs shall be as follows:
(a) The minimum width of space required for two wheelchairs to pass each other shall be 1800 mm.
(b) Where a path of travel is less than 1800 mm wide, passing spaces at intervals of not more than 6 m shall be

provided as follows (see Figure 3):
(i) On one side of the path of travel—the path of travel shall be not less than 1600 mm long and 1800 mm

wide.
(ii) With the space distributed equally on both sides of the path of travel—the path of travel shall be not

less than 2000 mm long and 1800 mm wide.
NOTE: Path width needs are shown in Figure 2 as a guide for designers.

(a) A clear width of 1000 mm is adequate
for people with ambulant disabil it ies, just
al lows passage for 80 percent of people
who use wheelchairs, and is in accordance
with AS 1428.1

(b) People who use wheelchairs require
a clear width of 1200 mm

(c) A clear width of 1500 mm allows a
wheelchair and a pram to pass

(d) To allow two wheelchairs to pass
comfortably, a clear width of
1800 mm is required

DIMENSIONS IN MILLIMETRES

FIGURE 2 PATH WIDTH NEEDS
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SPEEDY GANTRY HIRE TYPICAL SECTION 3.4M WIDE UNIT


